
BSD Tools Ver 1.00.0 - Release Notes 

MainWindow (Main Window) 

(1) Drive information window (common to models) 

- Display in the left panel from the existing pop-up window. (Pop-up window is not called) 

 

(2) Added graph screen breakage related function for  intel 11th generation and later PCs. (Common 

models) 

- If it is a PC, it is necessary to select  the HW Accelerator function as  Disabled  and re-run BSD Tools. 

 

 

  



Status Bar 

(1) Added "System Tuning Enabled 

" message when using the online tuning function. (Common models) 

- 0x250D On-line tune parameter set to 2 

 

 

(2) Added STO monitoring dots. (PEGA, L7NH) 

 

  



Motor/Encoder 

 

(1)  Added explanation of resolution input when setting encoder type to incremental (4 multiplier 

settings).  (Common models) 

 

(2) When using a  3rd party  motor, add a decimal unit entry error message for each country 

(common model) 

(Existing programs are automatically closed) 

The decimal mark for each country is "," or "."Marked with. 

Ex) Decimal notation ","  Use "" if local.Error message when entering data. 

 

  



Servo Alarm History 

(1) Alarm history and trouble shooting added (common to models) 

- Call for trouble when you click on the alarm message3 

 

 

  



Trace/Trigger Gragh (Chart) 

(1) Added  trigger accumulation function. (Common models) 

-  When the Trigger Mode is set to "Normal",  the Trigger accumulation function is enabled. 

- Saved as the time when the trigger occurred 

- Click on the saved time to check the data 

 

(2) Add a point graph (common to models) 

-  Added 3 types of dot, line  , and dot-line graphs. 

 

(3) Add gain setting window item (common to models) 

- Added a Default Set button. 



- Added Inertio Ration entry.4 

 

(4) Change the way  CHART CONFIG settings are stored. (Common models) 

- Existing : "Config A~D" Select and save in 4 specified items. 

 

- Change: Save by specifying the file as a save format (extension: *.lsmcfg)  

 

※ Chart configuration file storage path  : BSD Tools installation path\ChartConfig 

※  When calling the saved settings in BSD Tools, copy the file to the specified path, and 

 then re-run BSD Tools to update the Combo Box item5 

  



Object Dictionary (Parameter Information) 

 

(1) Added parameter search function (common to models) 

(If the input value is 4 digits or less, it will be searched as shown below.) 

e.g.  calling the  0x20xx parameter when entering 0x20, 

Calling the  0x211x parameter when entering the 0x211  

 

(2) Added error message when executing Load Parameter in servo on. (Common models) 

(modified to run in servo-off state) 

 

(3)  Fixed file name cracking when using Korean when saving as parameter file. (Common models) 

(Only applicable when selecting Korean) 

e.g.) After entering "Test", save it as "Tests" when saving  

  

(Existing)(Revised) 



(4) Improved modification so that the current offset value is not applied. (Common models) 

 - Drive - Fixed to prevent the application of loading as a unique value between motors.6 

  



Torque Control (PT mode drive panel added) 

- Added PT mode drive test panel. (PEGA, L7NH Model Apply)7 

 

  



Index Parameter 

 

(1) Sort the items in  the INDEX PARAMETER  window 

- Fixed distortion of items and settings window 

 

(2) Correction of INDEX parameter storage error 

- When overwriting a file, set the index setting value to  [0 ~ 63] 

It is stored cumulatively without being deleted. 

- When loading a file, it looks like it is not saved. 


